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1Lmu

Zf1lq9 ooU

WPT8SM/CU

Custom Configuration

|
| DESCRIPTION [

This is a custom configured WPT8 with a side
mounted lamp and an adjustable asymmetric
reflector.

CONSTRUCTION
- Formed 20 gauge cold rolled steel
- Standard knockout on both ends

REFLECTOR FINISHES
- High Reflectivity White
- Specular (Bright Anodized)
- Custom finishes

LAMP TYPES
- T8 Flucrescent
- Also available with T5 and T5HO
(see WPTE)

FIXTURE LENGTHS
- Nominal lengths of 2', 3' and 4'

BALLASTS
- Standard ballasts are electronic
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2"

4121 P-4

PROJECT: SNS Testing - Oakridge, TN
LOCATICN: TN

FIXTURETYPE: sSIC
CONTACT: Jeff Teasley

Lighting Trends - 865-523-8745

Desc:
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TYPE SIC-- WPT8SMCU-XXX-3-277-SA
MASTER SLAVE w

ADVANCE MARK X DIMMING BALLAST

Notes:

-, : as —~
. 120 or 277 volts, S0/60Hz 3 '
- Dimming ballasts available with most
lamps
OPTIONS
| - Tandem Wiring
()
CHOOSE ONE FROM EACH CATEGORY FOR SPECIFICATION
-‘ i
o
MODEL NUMBER LAMPTYPE NOMINAL VOLTAGE FINISH
WPT8SM/ CU - Custom T87 - 700 Series T8 LENGTH 120 HRAW - High
configured WPTBSM with i 30;863;”0 oF ‘*"1?0" 2.-24" 277 Reflectivity White
adjustable asymmetric : e 8 3-36" LPG - Large Patiern
reflectar 0N G0, 0F 0N 4 - 48" Galvanized
5 - 60" CU - Custom

(please specify)
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TYPE S1C-- WPT8SMCU-XXX-3-277-SA

MASTER SLAVE w

ADVANCE MARK X DIMMING BALLAST




